
Rullo a pelo molto alto in poliammide, arruvidito 
sulle punte. Fibra idrofila a pelo lungo per 
un’eccezionale capacità di carico: traspor-
ta una notevole quantità di materiale per 
una  rullata scorrevole e performante, senza 
schizzi o gocce. Indicato per fondi murali 
acrilici e vinilici.

Destinazione d’uso
Emulsioni acriliche e silossaniche su ampie 
superfici murarie, rivestimenti per esterni con 
quarzi e silicati, coperture a effetto graffiato 
su facciate rustiche.

100% twisted yarn polyamide paint roller. 
Hydrophilic long-pile fiber for an exceptional 
paint-load capacity: it carries a huge amount 
of material for a high-performance free-flowing 
roll, no dripping or splattering. Ideally suited 
for acrylic and vinyl undercoat.

Intended use
Acrylic and siloxanic emulsions on large wall 
surfaces, quartz and silicate exterior coatings, 
scratched result on coarse facades.

Materiale = nylon
Pelo = lungo 30 mm

Paints
WATER-BASED PAINT
PIGMENT PRIMER
ACRYLIC
SILICATE
SILOXANE
QUARTZ PAINT

Vernici
IDROPITTURE
PRIMER PIGMENTATI
ACRILICI
SILICATI
SILOSSANICI
PITTURE AL QUARZO

Superfici
MURI ESTERNI
CALCE-CEMENTO
CALCESTRUZZO
INTONACO A MALTA
PREFABBRICATO
STUCCO

Surfaces
EXTERNAL WALL
LIME-CEMENT
PLASTERING MORTAR 
CONCRETE
PREFAB
STUCCO

Material = polyamide
Pile = long 30 mm

COD Ø mm Str Box

PA3048 55

180
200
230
250

STL8C 
ø8 roller sleeve

ricambio estraibile t8

STLMA8C 
with ø8 stick frame

con manico t8

40

36

NYLON 6.6 RHODIA 30 alta resa per mq
rullata coprente ad alto spessore

alta resistenza a usura

6.6 RHODIA POLYAMIDE 30
high mq performance

high-hiding power thick coverage
high wear resistance

Rollers / Standard

FONDI

UNDERCOAT


